Construction
* TEXTILE JACKET: mixed polyamide - polyester
* INSIDE LINING: nitrile-PVC rubber
* OUTSIDE COVER: nitrile-PVC rubber,
with outside ribs
* COLOR: red
possibility of other colors with minimum order:
yellow, blue, orange, green, grey, black

Application
FIRE HOSE

Standard norms: BS 6391 Type 3, DIN 14811 Class 3, NF 561112

MED approved

Features
* High quality rubber covered hose

* 20 years of warranty from defects in materials and workmanship

* High abrasion resistance. A strong construction, blend of Nitrile-PVC rubber, and protective ribbing protect

hose from abrasion damage

* High oil and chemical resistance. Nitrile-PVC rubber gives good resistance against contact with a wide range

of chemical products
* High ozone and UV resistance

* High heat resistance (up to +150°C). The cover provides good protection against accidental contacts

with hot embers

* High weather resistance and good performance at both low and high temperatures (-20°C to +80°C)
* Maintenance free. It does not need drying and is unaffected by mildew and is rot proof and waterproof

* Easy to repair

Technical data:
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Right is reserved to modify any specification without prior notice
Other diameter on request
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Weight] Working pressure
g/m bar PSI
20

200 300
220 40 600
260 18 270
300 18 270
310 17 255
320 17 255
350 17 255
420 17 255
460 17 255
540 17 255
600 17 255
700 17 255
900 17 255
1000 17 255
1100 15 225
1400 15 225
1700 13 195

Bursting pressure

bar

975
120 1800
55 825
55 825
50 750
50 750
50 750
50 750
50 750
50 750
50 750
50 750
50 750
50 750
45 675
45 675
40 600
___ﬂ_;=======r

FRERES



