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CONSTRUCTION: TEXTILE JACKET  strong and lightweight reinforcement jacket made in high tenacity  

    synthetic fibers. 
 INSIDE LINING  special NBR rubber compound “through the weave” forms a smooth inner  

    for very low pressure loss. 
 OUTSIDE COVER  special NBR rubber, with outside ribs or smooth cover to protect hose. 
 COLOR   red. 
 
 
APPLICATION: FIRE HOSE.  
 Standard norms: BS 6391 Type 3, NFPA 1961 
 
 
FEATURES: PREMIUM rubber covered hoses. MACROLINE & MACRONITE are manufactured by locking the 

circular textile jacket in a single body, laying on them elastomer inside and outside by 
interpenetration, without glue. 

 15 YEARS OF WARRANTY FROM DEFECTS IN MATERIALS AND WORKMANSHIP. 
 High abrasion resistance. A strong construction, blend of Nitrile rubber, and protective ribbing protect hose 

from abrasion damage. The profile gives a good hand grip. 
 High oil and chemical resistance. Nitrile rubber gives good resistance against contact with a wide range of 

chemical products. 
 High ozone and UV resistance. 
 High heat resistance (up to +150°C). The cover provides good protection against accidental contacts with hot 

embers. 
 High weather resistance and good performance at both low and high temperatures (-20°C to +80°C). 
 Maintenance free. It does not need drying and is unaffected by mildew and is rot proof and waterproof. 
 Easy to repair. 
 
 
 

 

Diameter Weight Working pressure Bursting pressure 

mm inch  Bar PSI Bar PSI 

38 1 1/2 320 gr/m 17 250 52 750 

64 2 1/2 420 gr/m 17 250 52 750 
right is reserved to modify any specification without prior notice 

other diameter on request 

 
 

 

Diameter Weight Working pressure Bursting pressure 

mm inch  Bar PSI Bar PSI 

38 1 1/2 280 gr/m 15 210 45 650 

64 2 1/2 450 gr/m 15 210 45 650 
right is reserved to modify any specification without prior notice 

other diameter on request 
 

               TECHNICAL DATA (RIBBED) 

               TECHNICAL DATA (SMOOTH COVER) 


